
CEL-SPAN®

OE1
Cel-Span® OE1 is a concentrate with a unique additive engineered to trap and encapsulate odors.

Disclaimer - This data contains general Information and describes typical properties only. Only persons qualified to determine for themselves the suitability of

our products for particular purposes should evaluate its potential uses. No guarantee is made or liability assumed, the application of this data and the

products describes herein being at the sole risk of the user. Samples are provided to the requestor on an “AS IS, WHERE IS” evaluation purpose only basis,

solely under the use and direction of the requestor, without warranty of any kind (either express or implied), including but not limited to any implied warranties

of merchantability and fitness for a specific or general purpose and those arising by statute or by law, or from a cause of dealing or usage of trade. In no

event, regardless of cause, shall Phoenix Plastics be liable for any indirect, special, incidental, punitive or consequential damages of any kind, whether

arising under breach of contract, tort (including negligence), strict liability or otherwise, and whether based on this agreement or otherwise, even if advised of
the possibility of such damages.
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Physical Properties:

Pellet Size......................................1/8” dia.

Concentration.................................50%

Color..............................................Tan

Recommended usage ...................< 8% (Determinability based on intensity of odor)

Compatible Resins: PE, PP, PVC

APPLICATIONS:

Cel-Span® OE is designed for applications where odor absorption from resins, chemicals used in

processing these resins, and vinyl application for automotive interiors.

TOXICITY & SAFETY:

No adverse health effects from the use of Cel-Span® OE1 are known.

PACKAGING & STORAGE:

o Store in a cool dry location

o Do not open until manufactured

o Unused additive should be vacuum sealed or closed very tightly to limit exposure to

outside environments

o Cel-Span® OE1 is packaged in 220 lb. foil lined drums. We recommend this product be

kept closed and stored in the original container, away from light, heat and high humidity

environments.
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